
Carb Connect Ultra | 1.70 m

OEHLBACH Carb Connect Ultra - 8K Ultra High-Speed HDMI® 2.1 cable, 48 Gbit/s.
For 8K/60Hz, 4K/120Hz, HDR, eARC, VRR and Dolby Atmos - ideal for gaming and.

Product number D1C11442

Weight 0.3kg

Product description
Carb Connect Ultra is the successor to our legendary Carb Connect MKII. The Ultra High-Speed HDMI® cable offers breathtaking
quality in 8K at 50/60 Hz or 4K up to 120 Hz. The innovative inner conductor with hypercrystalline copper (HPOCC) ensures an
unprecedented transmission quality due to its extremely high degree of purity. Quad-shielded and separated inner conductors ensure
optimal signal transfer even at resolutions up to 8K at 60 Hz, 4K up to 120 Hz and downward compatible to Full HD. The 24 carat gold-
plated plug contacts connect this high-end conductor almost loss-free with your home entertainment devices such as smart TVs, high-
end projectors, latest generation game consoles and much more. The durable, noble fabric jacket and the solid full metal plugs with
carbon inlays underline the exceptional quality of this state of the art product.
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Product properties
Transmission
standard

Ultra High Speed HDMI

4K/8K 4K - 120Hz, 8K

Product
Category

HDMI cable

Features 24kt gold plated contacts, >120dB Shielding rate, Rigorous separation of signal routes, 30 years warranty**,
German Technology

Audio format DTS-HD Master Audio, Dolby True HD, DTS:X, DTS HD, Dolby Digital Plus, DTS, Dolby Atmos

Lizenzen x.v.Color - Additional Color Space, HDMI EN 2, Ultra High-Speed HDMI

HDMI Features High-Speed-HDMI®-cable, HEC - HDMI® with Ethernet channel, 30/36/48-bit Deep Color, eARC - Enhanced
Audio Return Channel, 32 digital audio channels, CEC 2.0, 3D TV, 3D TV at 4 K resolution, ARC - Audio Return
Channel, Dolby Vision, x.v.Color – Additional Color Space, HDR - High Dynamic Range Image

Plug type 2 HDMI

Colour Black

Connector
material

High-quality fabric sheathing

Quality level State of the Art

Transmission
rate

48 Gbps

Connection type Audio, Video

Screen
resolution

8K UHD 60Hz, UHD 4K UHD 120Hz

cable length 1.70 m

Signal direction IN/OUT

Inner conductor
material

HPOCC® – mono-crystalline oxygen-free copper inner conductor

Plug type 1 HDMI

cable geometry Round

Shielding
construction

2 x aluminium foil + 2 x copper braiding
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