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HIGH QUALITY HIFI POWER STRIP WITH
FILTERING

Powersocket 907
MKII

€399 u OO RRP incl. VAT

Product number D1C17031

EAN 4003635170311
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CONTACT TECHNOLOGY

HIGHLIGHTS

® 24kt gold plated contacts
B Reliable contact

®  German Technology

DESCRIPTION

Our newly released Oehlbach Powersocket 907 with two different USB sockets is an absolutely high-quality processed
multiple socket strip, which meets even upscale home audio and home video requirements.

This power strip has a total of eight individual sockets, consisting of four digital (filtered) and four analog (unfiltered)
sockets. These eight individual sockets are divided into two socket groups, each consisting of two filtered and two
unfiltered sockets, which can be switched on separately via the POWER switch and the group 2 switch. Group 2 is only
supplied with power when the POWER switch is also switched on.

Additionally, the Powersocket 907 offers the possibility to charge multimedia devices, such as MP3 players or tablet
PCs, via two different USB sockets (one USB-C and one USB-A socket). The two USB sockets are also controlled via the
power switch.

To ensure a phase-correct connection of the devices, the Powersocket 907 has phase markings on the individual
sockets. The correct connection of the power strip to the mains is indicated by a red control light. This is the only way
to effectively avoid potential equalization currents, which have a negative influence on picture and sound information.
A very high-quality internal cabling with 2.1 mm?2 inner conductor cross-section, consisting of high-purity, oxygen-free
copper as well as gold-plated, solid brass rails, always guarantees a stable power supply - always guaranteed even for
components with high power requirements.

A high-quality power cable is included in delivery!
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TECHNICAL DATA

Weight
Length
Width

Height

Inner conductor

material

Mains voltage

Oehlbach Kabel GmbH

Lise-Meitner-Str. 9, 50259 Pulheim, Germany

2.65 kg cable cross section

700 mm Colour

185 mm Product Category

100 mm Secondary voltage

OFC - oxygen-free copper Housing material
Quality level

230V /50 Hz

Tel. +49 2234 9374 370

info@oehlbach.de - oehlbach.com

2.1 mm?

Anthracite

Power strips

5V-20V / 1A-3.3A - max. 65W
Brushed aluminium / plastic

Excellence
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GALLERY

Wozu gibt es gefilterte und ungefilterte Steckdosen?

n wird in Wellen

ieser Strom hat
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Steckpldtze

USB Typ-C2,
USB Typ-A Power
Charger bis 65W

Gebirstetes
Aluminumgehéuse

Phn;ennmemg Steckplatze

Oehlbach Kabel GmbH
Lise-Meitner-Str. 9, 50259 Pulheim, Germany

Zu- und abschaltbare

info@oehlbach.de - oehlbach.com

USB Power Charger

* 65W Leistung

e USB-A und USB-C
Anschluss

o Laptop und Notebooks ohne Netzteil, nur mit dem
USB-C Kabel mit voller Geschwindigkeit bei 65W laden

* PA (Power Delivery) Funktion des Handys durch die
65 Watt der Netzleiste maximal ausnutzen

« Kein extra USB Power Adapter
oder Netzteil mehr nétig

Hochwertig verarbeitete Mehrfa

Steckplitze, davon 4 digitale (gefilterte)
und 4 analoge (ungefilterte)

Zwei Steckdosengruppen, wovon eine bei Bedarf
separat dazu ge

Zwei USB Bu SB-C und USB-A) mit
einer Gesamtleistung von 65 Watt

Phasenmarkierur
Anschluss der

m einen phasenrichtigen
u garantieren
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